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1 Introduction

The Earth Observer 1 (EO-1) spacecraft will carry the LEISA Atmospheric Corrector (AC)
sensor for Earth resources imaging and to correct high spatia resolution multi-spectra imager
data (ALI and LandSat) for the effects of atmospheric transmission. The AC will collect data
withthree focd plane arrays, and output the datato asingle data port. The AC records
hyperspectral datafrom ~ 0.9 to 1.6 nm over a swath width of 185 km at a single pixel
resolution of 250 meters.

The AC cdibration system (ACCYS) is designed to ensure along-term radiometric cdibration of
7 percent or better. There are six in flight cdibration data sources. dark current, solar (through
separate cdlibration agpertures), lunar, degp space, known ground reflective surfaces, and
comparison data form the ALI and Hyperion sensors on the EO-1 spacecraft. Radiometric
cdibration may use dl of these sources or a subset of these sourcesto convert digita numbers
received from the foca plane arrays to engineering units of radiance. Spectrd cdibration will
use the Earth’ s atmospheric spectra as well as some strong Fraunhoffer lines measured during
solar and lunar cdibration scans.

1.1 Overview of EO-1JAC Data Collection

The data output by the AC port will be collected during data collection events (DCEs). AnAC
DCE is defined as instrument on to ingrument off. The AC focal plane arrays collect dataina
two-dimensiond push broom fashion, and DCES can vary in duration. There are two types of
AC DCEs, Science and Cdlibration. Science DCESs refer to data collected while looking at the
Earth, even if there is a cdlibration target in the scene on the ground. Cdibration DCEs refer to
data collected on the Sun, on the Moon, on deep space, or on the unlit sde of the Earth (dark
current caibration) or from some other calibration source (other than the Earth) for radiometric
calibration purposes.

The spacecraft’ s Wideband Advanced Recorder/Processor (WARP) reads the data coming
from the AC and stores it in onboard memory for downloading when over aground contact at a
later time. Housekeeping data collected during the DCE will dso be stored in the WARP. All
data stored in the WARP will be downloaded via the X-band link. Housekeeping dataisaso
collected between DCEs and stored in the EO-1 spacecraft’s command processor and is
downloaded during ground contacts via the S-band link. Imaging data stored in the WARP
from science and cdibration DCES may be transmitted over S-band as well.
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1.2 Overview of EO-IJAC Ground Data Processing

Leved 0 data processing is done by the EO-1 Data Processing System (DPS) in the Mission
Operations Center (M OC) with computer programs provided by the AC instrument team
(ACIT). During the Early Orbit Checkout (EOC) period, Level 1 and other subsequent
processing of the data is done by the AC instrument team usng the ACCS. TheLevd 1
processing procedures will be refined during this time and the dgorithms will be provided to the
Science Vdidation Facility (SVF). Ground data processing has three mgjor parts: Level 0
processing; Level 1R (Radiometric Cdibration processing), and post-processing, which
includes both performance assessment and possible SVF processing other than Level 1R The
data flow between these three mgor partsis described below and outlined in Figure 1.

Mission Operations Center (MOC) EO-1 Project
at GSEC (building 14 rm N285) Checkout Team

*S/C lead

1
1 Tape Handling and ALl Lead
istri i i *Hyperion Lead

1
1
I
_Dala_DlleLb.LLU.QD_ELLD.QLLQ.D.I .
i *AC Lead

Level 0 AC data, DLT]
. *MSO Lead
Data Processing System (DPS «Mission Director
*Project eng & managers
S X-band ) o | DPS Processing | |__Mission technologist |
clence an .
SOH Via AMPEX Tape h Metadata EQ-l MISSI(_)n
y Science Office
ACIT Level 0 Algorithm I_< Automatic electronid]
transfer of S-Band
S-Band Science dataand [Jl— Post_EOC EO-1 Science
dataard SOH Core Ground System(CGS) SOH from WARP ) Validation Facility
- Hyperion
Electronic transf fer ASlST/FEDS & ALl lelted LeVe| 1
ﬁ,;);”sxi:;s . . EOC L1 data Processing Checkout
Flight Dynamics Sup System
(FDSS) A 4 v
EOC Level 0 EOC Level 1
DPS Algorithm dev ACITIACCS Algorithm development

Figure 1: Science Data Flow for the Ground Data Processing for the EO-1

The AC spectral data, aong with spacecraft and AC housekeeping telemetry data collected
during DCEs, will be downloaded from the EO-1 spacecraft's WARP viaan X-band link
during ground station contacts. Housekeeping data collected between DCEs s sored in the
command processor and will be downloaded over an S-band link, along with red-time
housekeeping data generated during the ground station contact. Housekeeping data generated
during a DCE is dso stored on the WARP, and isincluded in the Level O data. All downloaded
datawill be stored temporarily on tape a the ground station, then sent to GSFC where it will be
stored on disk for al ground dataprocessng. The only parameter trended for the AC from the
S-band housekeeping datais the temperature in the interface pand between the AC optics

module and the spacecraft.
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The DPS receives the data packets after the downlink. It removes the channel coding and
reassembles the science data, performing pixe re-ordering of the science data into imagesin
band-interleaved order. All housekeeping datawill be put into ASIST-compatible SFDU
format and into IDL compatible format. The spectral and DCE housekeeping data files will be
put into the Level O format defined below and then made available to the ACCS.

Radiometric cdlibration will be done by the ACCS producing Level 1R data when requested.
During EOC thiswill be done by the AC instrument team and afterward by the SVF with
agorithms devel oped by the AC instrument team. During EOC, requests to the SVF for Level
1R datawill be communicated to the AC instrument team. The ACCS reads the Leve O data
that includes, a a minimum, science DCEs with dark frame data. The Level O data set may dso
include any of three types of caibration DCEs solar, lunar, or astronomica. The cdibration will
generaealeve 1R AC stiencefilefor each Level 0 AC science and cdlibration file. The

Leve 1R fileswill contain the cdibration coefficients used for each pixe so that the Level 0 data
can be recovered from the Leve 1R files. Thesefiles are put into the agreed upon Leve 1R
format and written to an SVF disk for digtribution by the SVF. During EOC the Leve 1R data
will be transferred to the SVF from the AC instrument team on tape media. The AC ingrument
team will maintain an archive of the cdibration database and cdibration processng notes.

All the Leve O data are written to tape for delivery to the AC instrument team. During EOC the
ACIT will evduate the performance of the radiometric cdibraion sysem aswell asthe genera
gpectra and spatia performance of the AC using Levd O data. For proper performance
assessment, dl available data products must be included in the analysis. These products include
the ALI and Hyperion Levd 1 data and any improved ephemeris or attitude data generated by
the ground processing system, in addition to the previoudy mentioned Leve 0 and
housekeeping data from both during and between DCEs. During EOC the MOC will write
these data to tape for ddivery to the AC instrument team.

1.3 Applicable Documents

The documents listed below offer additional information on the EO-1 data processing system
and the Hierarchicd Data Format (HDF), which is used for dl exchanged datafiles.

1. EO-1to AC Interface Control Document.

2. AC to WARRP Interface Control Document.

3. EO-1 Spaceto Ground ICD, dated September 24, 1998

4, EO-1 Mission Operations Center (MOC) to Mission Science User Working Group
(MSUWG) Interface Control Document, Version 3, April 6, 1999.
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EO-11CD for Radiometric Calibration Processing & Performance Assessment
Processing between NASA/GSFC and MIT/LL, Document 005, dated November 2,
1998.

EO-1 Project TRW/GSFC Data Interface Control Document, No.
HY PER.99.600.004, dated June 4,1999.

Earth Orbserving-1 (EO-1) Memorandum of Understanding between Misson
Operations Center (MOC) and FHight Dynamics Facility (FDF) Orbita and Mission
Aids Transformation System (FORMATY), Revison 1, April 20, 1999

Nationd Center for Supercomputing Applications (NCSA) HDF Development Group,
HDF User's Guide, June 4, 1997. URL :http://hdf.ncsauiuc.edu/doc.html

NCSA HDF Development Group, HDF User's Reference Manual v4.1r1, Draft June
9, 1997. URL :http://hdf.ncsa.uiuc.edu/doc.html

NCSA HDF Development Group, HDF Specification and Developer's Guide,
Version 3.2, September 1993. URL :http://hdf.ncsauiuc.edu/doc.html

2 Document Coordination

Document changes will be coordinated through designated persons. Currently they are:

GSFC:

AC:

S. Ungar, (301) 286-4007, E-mail: gephen.g.ungar.1@gsfc.nasa.gov
L. Alexander, (301) 286-9686, E-mail: laexand@pop700.gsfc.nasa.gov
D. Mandl, (301) 286-4323, E-mail: danid.j.mandl.1@gsfc.nasa.gov
R. Reider, (301) 286-6501, E-mail: richard.p.reider.1@gsfc.nasa.gov
G. McCabe, (301) 286-8283, E-mail: george.mccabe@gsfc.nasa.gov
D. Reuter, (301) 286-2042, E-mail: dennisreuter@gsfc.nasagov

All additions and changes to this interface control document (ICD), after it is approved, will be
gopropriately marked in this document and recorded in the change log at the beginning of this
document.

3 Data Exchange

All datatransferred from the MOC to the ACIT will be by tape media. During EOC, all data
products sent from the ACIT to the SVF will be transferred viatape media. All data files used
for performance assessment will be tranferred for the duration of the misson using tape media

10
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3.1 TapeMedia Specification

The basdline tape will be an uncompressed Digitd Linear Tape (DLT) compatible cartridge, 35-
GB capacity, for aDLT7000 tape drive. Fileformats and naming conventions are defined later
in thisdocument. The fileswill be written to the tape with the UNIX tar command. The
blocksize of the archive program is 320x512 bytes. Upgrades to higher density media or
change to use of compressed format will be made upon concurrence of both the MOC and the
AC ingrument team.

Each individua tape will contain one or more DCE file sets. A DCE file st will consgt of dll
files, science, housekeeping, ground processing, etc., associated with aDCE. No file or DCE
file set will be split acrosstgpes. Non-DCE housekeeping files will be written on a separate

tape.

Each tape will be accompanied by a hardcopy lig of its contents, including file name, file sze (in
bytes), total bytes used, and any applicable processing notes. The fileswill be listed in the order
that they are stored on the tape. The content lig will so be stored on the tape in an ASCII file.
No extrafilemarks, set marks or partitioning will be on the tape. Tape contents and labeling
specifics are defined in the EO-1 Mission Operations Center (MOC) to Mission Science User
Working Group (MSUWG) Interface Control Document.

3.2 AC Address

Tapes shal be mailed or sent to the AC instrument team at the following address:

George McCabe

NASA/GSFC Code 693

Bldg 2, Room 151

Greenbelt, MD 20771

Voice: (301) 286-8283

E-mail: george. mccabe@gsfc.nasa.gov

4 Data Product Definitions

This section defines the intermediate data products of the EO-1 ground data processing. Itis
divided into three sections. Section 1 describesthe Level 0 data products output from the
MOC DPSby its Level 0 Processor, and input to the AC Leve 1R Radiometric Cdibration
System. Section 2 describes the Leve 1R data products output from the AC Instrument Team-
developed ACCS. During EOC, Leve 1r products will be produced by the ACIT and
transferred to the SVF. After EOC, the Level 1R products will be produced by the SVF using

11
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the ACCS developed by the ACIT. Section 3 describes additional data files necessary for
accurate performance assessment that are neither an input to nor an output fromthe ACCS.

All data products will be in HDF with the exception of the SFDU-formatted housekeeping data
The Level 0 input data products and the Level 1R output data products will be a collection of
datafiles generated with HDF scientific data (SD) gpplication programming interfaces (APIS).
Each independent data port will correspond to asingle SD filefor the Level O input data. Each
input SD file from a science DCE will have a corresponding output SD file.

Each SD file contains two mgor parts: the file header and the data objects. Thefile header
information contains anumber of atributes. Each atribute consists of an attribute name, an
attribute count defining the length of the attribute information, and an attribute type. An example
of an dtribute is the filename. The attribute would be cdled ‘ Filename' , would be of type
DFNT_CHARS, and would contain 21 bytes, e.g., EO11997365235959.ACZ. A data object
contains a multi-dimensiond scientific data set (SDS), eg. athree dimensond st of eements,
and a data descriptor block defining the type of data, its location in the file, and the length of the
data. Each SDS can have its own set of attributes in addition to the attributes that are part of
the file header. The Leve 1R cdlibrated output data files will have multiple SDSs: one for the
Leve 1R data, onefor the dark offset coefficients, and one for the response coefficients.

4.1 Leve 0 DataProducts

The following subsections describe the data output from the MOC DPS Leve 0 Processor and
input to the AC Cdibration System. The first three sections describe the data bit order and
pixel order. The remaining sections describe the Level O filesand the input to the AC
cdibration system

Figure 2 shows the data content of aframe'sworth of data as tranamitted to the WARP.

4.1.1 Level 0Data Processing

The output from level zero processing will be in the form of three successve band-interleaved
images corresponding to the three detectors. This alows the state of hedlth of the system to be
estimated by inspection of the images.

4.1.1.1 Bit Order

The science and cdlibration data are output from the DPS Level 0 Processor as 16-hit words
with 12 bits of precison. The four most sgnificant bits (MSBs) may be used to indicate
processing features. The bit order of the LZP should be that the least Sgnificant bit (LSB) of a
pixel vaue should correspond to the LSB of the 16-bit word, and the MSB of a pixel vaue
should correspond to the 12" MSB of the 16-bit word. For example, the following line of C

12
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code should betrue: PixdVaue = (Oxfff & PixdVaue) where PixdVdue isthe 16-bit data
word.

LEISA DATAFORMAT: EACH FRAME
HEADER: 512 HALFWORDS (1024 bytes, 16 bits/halfword)

1J203TalslelzIsloladidadidlidasl1 FRAME START - 32 BITSALL SET TO "1"
[aT203TalsIe6l7I8lol1dadad13l1415[14 TWO HALFWORDS

DAYS: RANGEO - 366
ONE HALFWORD

112131415161 71819110d110141311415/1

HOURS: RANGE 0 - 23

[1T213Talslel7zlsloladidad13f 141914 ONE HALFEWORD

MINUTES: RANGE 0 - 59
ONE HALFWORD

112131415161 71819110d1101413114151

SECONDS: RANGE O - 59

112131415161 71819110d110141311415/1 ONE HALEWORD

MICROSECONDS: RANGE 0 - 999,000
[1T2TsTalsTel7leloladadadaal14d1[14d MICROSECONDS: 4 OR 5 MS BITS
11213lalslelzlslo ladidad sl 1181 MICROSECONDS: 16 LS BITS
TWO HALFWORDS

j|2|3 4|5|6|Z|8|9I]d]]l]d]SIJQIJSI]d OFFSET COUNTER (8 BITSUSED)

| <-—— vgv — | ONE HALFWORD

21312 5 el 7180 [adid a1 15]1d 3 FOCAL PLANE TEMPERATURES (VOLTS)
THREE HALFWORDS

1]2]3lalslelzlasloladadadaslidaislad SPARE: 500 HALFWORDS

SCIENTIFIC IMAGING DATA: 196,608

[tl203fafslelzlsfo[adsgdasd1s]aase]ad LEISA IMAGES (3 x 256 x 256 PIXELS)
\ "o | T| —~=— bits 5 - 16; absolute value —= |

bit 4; sign usually 0 (1 for negative numbers)

bit 3: overflow bit usuallv 0 (1 for data out of bounds)

Figure 2: AC bit data order for each frame as transmitted to the WARP. Note that
each frame of science data contains state of health infor mation.

4.1.1.2 Pixd Order

A single AC Hyperspectra image frameis obtained using three 256 x 256 dement arrays
smultaneoudy. In front of each array is awedged filter. The transmission pass-band of thisfilter
vaies dong one dimenson. Thiseffectively creates an array of 256 congtant wavelength rows
of 256x3 pixels each. The waveength variable direction is designed to be pardld to the
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direction of travel of the spacecraft. A spectrum of each point on the ground is created as an
image of that point is swept dong a column of the array by the motion of the spacecraft. Figure
3 isaschematic of the orientation of the image on the arrays with respect to the spacecraft
motion and the wavelength varigbility.

Along track Wavelength
direction variability

f f

| 8 pixel overlap on each side |

< |Acrosstrack direction | >

Figure 3: Schematic of focal plane showing orientation of image on three arrays with
respect to direction of wavelength variation and spacecraft motion.

A frame of data corresponds to a read-out of the pixelsin dl three arrays. The order in which
dataisread from agiven aray isilludrated in the following Fgure 4.

Each array has four output amplifiers, so that four pixels are read out on each clock cycle and
the array is separated into four “quadrants’, gl - g4. Each quadrant consists of 256 rows of 64
pixelseach. Pixelsare read starting from the bottom left-hand corner of each quadrant. Each
64 pixd row in aquadrant is read from left to right, while the 256 rows are read from the
bottom to the top of the array.

Labeling each pixd inan array as (i,j) wherei istherow index and | isthe columnindex we
define (1,1) asthe lower left hand corner of the array. For each array then, pixels are read out
in groups of four as. [(i,) ); (i,(j+64)); (i,(+128)); (i,(j+192))], where runsfrom 1to 64 and i
runsfrom 1to 256. The vaue of j isincremented from 1 to 64 beforei isincremented by one.
Each pixel condsts of two bytes, with the least Sgnificant 12 bits containing the image
information. Data is output to the WARP in two pixd units. The datafrom the three arraysis
interleaved in groups of 512 pixels. That is, 512 pixels from array 1 are followed by 512 from
aray 2 and 512 from array 3. This sequence is repeated until 65,536 pixels are read from all
three arrays (corresponding to 196,608 pixdls per frame). At the beginning of each frame a
1024 byte header containing times and status information isinserted into the science data. In the

14
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event that agiven block of dataislogt, or if data errors are too numerousto dlow Reed-
Solomon correction fill pixels with the vaue “C000” shdl beinserted into the data stream

The Level O processing will reorder the image data into three successve band interleaved array

images.
Col Col Col Col
64 128 192 256

[ Row2ss > T T 1T LT L]
)| (2] (=] ]l

» » » »
» > > »

Rowd > ]==[T]==[T1==[T1=

Figure 4: Order of array read-out (only a few pixels are illustrated). Pixels are read
from 4 outputs one each for 4 256x64 pixel ‘quadrants. The blue direction is
constant wavelength (across-track), and green is the variable wavelength
direction (along-track). A swath on the ground imaged in the I row will be
imaged in the 256" row 256 frames later. A full spectrum is obtained by
combining the data in all frames 1 to 256.

4.1.1.3 Accuracy and Completeness

Data completeness will be as high as possible, with dl available data processed. The actud leve
of data completeness will be identified within the production data files through the specification
of byte locations of datafill pattern.

15
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4.1.1.4 Maximum File Size

Datafileswill be recorded from the AC port at arate of either 28 or 56 Hz, depending on the
vaue of the command adjustable frame rate. This corresponds to 5,519,360 pixels per second
@ 28 Hz and 11,038,720 pixels per second @ 56 Hz. Assuming 1 kB of attributes and a 30-
second DCE, thetotd file sze for asingle will be approximately 330 MB for a science DCE @
28 Hz and 660 MB for a science DCE @ 58 Hz. Each of the various cdibration DCE files will
be no larger than a 30-second science DCE file and may be subgtantidly smdler.

4.1.2 Support Duration

The MOC DPS will generate thisfile through al misson phases. Thisfile shdl be sent to the
AC ingrument team throughout the duration of the flight. After the EOC phase the Leve 0 data
shall be sent to the SVF.

4.1.3 Format

Filename: ACyyyydddhhmmssLO

Theyyyydddhhmmss time will be the gart time of the DCE generating the
science data present in thefile.

File Attributes;

Name Max. Length HDF Type Example vaue

Flename 21 DFNT_CHAR8  "ACyyyydddhhmmssLO"
Data Product Leve 1 DFENT_INT16 0

LZP Software Verson 3 DFNT_INT16 11,1 (Verson 1.1.1)

Big (2) or Little (O) Endian 1 DFNT_INT16 1

Time of File Generation 14 DFNT_CHAR8  'yyyydddhhmmss'

Number Related Files 1 DFENT_INT16 4

Relaed File 1 21 DFNT_CHAR8  "EOlyyyydddhhmmssDHZ",
Related File 2 21 DFNT_CHARS  "EOlyyyyddd wwvvssss r1.L0",
Related File 3 21 DFNT_CHARS8  "ALlyyyydddhhmmssLO",
Related File 4 21 DFNT_CHAR8  "EOlyyyydddhhmmssNHZ",
Level 0 Processing Notes N DFNT_CHARS8 N bytesof string data

SDS Attributesfor Level O data:

16
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Name Max. Length HDF Type Example vdue
Dataset Type 12 DFNT_CHARS "SCIENCE"
DaaSat Time 14 DFENT_CHARS "yyyydddhhmmss'
Data Duration 1 DFNT_FLOAT32 12.12345 (in seconds)
Number of completeframes 1 DENT_INT32 1200
Percent Missing Data 1 DFNT_INT16 11

Acceptable entries for “Dataset Type” include “ SCIENCE” for norma DCE's, “DARK” for
dark frames, “SOLAR” for solar cdlibration DCE's, “LUNAR” for lunar cdibration DCE's
and “ASTRONOMICAL” for cdibration DCE’ s using astronomical sources.
Thefileidentified as"EO1yyyyddd vvwvssss r1.LO" isthe Level O Hyperion detafile as
defined in Reference Document 6, while the file identified as' AL lyyyydddhhmmssLO" isthe
Level O ALI data as defined in Reference Document 5. Thefileidentified as
"EOlyyyydddhhmmss DHZ" is the DCE housekeeping data stored in the WARP and
transmitted down by the X-band and defined in Reference Document 4

4.1.4 DCE Housekeeping File (DHZ)

4.1.4.1 Description

This file contains the housekeeping telemetry data collected by the WARP during aDCE. This
fileisincdluded on the Leve 0O data tape created for the ACCS and the file name, the parameters
included and the format are defined in Reference Document 4.

4.1.4.2 Support Duration

The MOC DPS will generate thisfile through al misson phases. Thisfile shdl be sent tothe AC
ingrument team throughout the duration of the flight.

4.1.4.3 Format

Filename: EOlyyyydddhhmmssDHZ

The yyyydddhhmmss time will be the sart time of the DCE during which the
housekeeping data was collected.

File Format: The housekeeping datawill be in the stlandard ASI ST-compatible SFDU
format as defined in Reference Document 4.
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4.1.4.4 Accuracy and Completeness

Data completeness will be as high as possble, with dl available data processed.

4145 Maximum FileSze

[TBD]

4.2 Level 1R Radiometrically Calibrated Data Products

The following subsections individudly describe each data product that will be output from the
ACIT-developed Level 1R ACCS. During EOC, these data fileswill be produced by the AC
ingrument team and will be sent to the SVF. After EOC, the ACCS will beintegrated withthe
SVF, and the level 1R calibration will be performed there. The data will reside on a GSFC SVF
disk and will aso be written to tape for use by the AC instrument team for performance
assessment. These data files will be generated when requested and may not be generated for all
Leve O datafiles.

4.2.1 AC Leve 1R Radiometrically Calibrated Data Files

4.2.1.1 Description

These files contain the radiometricaly calibrated data generated from the Leve O files of raw
AC data collected by the WARP from the AC port during a DCE. The DCE can be either
cdibration or science data

Each file contains the Leve O file attributes with some modification, plus additiond attributes
associated with the radiometric cdibration. The output data for each foca plane array is stored
asone SD file with five SDSs: the 16-bit scaled integer Level 1R cdlibrated datafor the AC, the
16-hit floating point dark offset coefficients gpplied to the Leve 0O data, the 16-bit floating point
response coefficients applied to the Leve O data, the 16-bit integer pixel map and the 16-bit
floating point pixel waveength map. The pixd map isa (256 x 768 x 2) dement array which
gives the relative angular dong-track and across-track position of each pixel in microradians.
Thefirst dimengon is the dong track dimension while the second is the across track dimension.
That is, the (nhm,1) element defines the along track angular displacement of pixd (n,m) while the
(n,m,2) element defines the across track angular displacement of pixd (n,m). The (1,1,1) ad
(1,1,2) dements are defined to be at zero offset. Pixels which are identified as non-functiona
will begivenavdueof -1 for both elements. The pixel waveength map specifies the center
wavedength, the shortwave haf- power point and the longwave hdf- power point for each pixdl.
It has dimension (256 x 768 x 3).
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To recover the Leve 0 datafor apixd, firs divide the Level 1R engineering unit vaue by the
reponse coefficient for that pixe, then add in the dark coefficient for that pixdl.

4.2.1.2 Support Duration

The SVF will generate these files when requested through al misson phases. During the EOC
period, these fileswill be produced by the AC ingrument team and transferred to the SVF on a

DLT. After EOC, thesefileswill be produced by the SVF using agorithms ddivered by the

AC ingtrument team.

4.2.1.3 Format

Filename: ACyyyydddhhmmssL 1R

The yyyydddhhmmss time will be the start time of the DCE that generated

the data present in the file.

File Attributes;

Name Max. Length HDF Type Example vaue

Flename 21 DFNT_CHARS "ACyyyydddhhmmssL 1R"

Data Product Leve 1 DFENT_INT16 1

LZP Software Verson 3 DFNT_INT16 11,1 (Verson 1.1.1)

Big (2) or Little (0) Endian 1 DFNT_INT16 1

Time of File Generation 14 DFNT_CHARS "yyyydddhhmmss'

Type of DCE 12 DFENT_CHARS "SCIENCE","DARK”,
“SOLAR”, “LUNAR’, or
“ASTRONOMICAL”

Number Related Files 1 DFNT_INT16 1

Related File 1 21 DFNT_CHARS  "ACyyyydddhhmmssL0",

Level 0 Processing Notes N DFNT_CHARS N bytes of string data

Cdlibration Software Verson 3 DENT_INT16 1,11 (Verson 1.1.1)

Cadlibration Processng Notes N DFNT_CHARS N bytes of string data

SDS Attributesfor Leve 1R data:

Namne Max. Length HDF Type

Example vdue

Dataset Type 12 DFNT_CHARS

"Leve 1R"
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Data Start Time 14 DFNT_CHARS "yyyydddhhmmss'
Data Duration 1 DFNT_FLOAT32 40.12345 (in seconds)
Number of frames 1 DFNT _INT16 1200
Percent Missng Data 1 DFENT_INT16 11

SDS Attributesfor offset coefficient data:
Name Max. Length HDF Type Example vdue
Dataset Type 12 DFNT_CHARS "Off set™
Levd 0“DARK” filename 21 DFNT_CHARS  "ACyyyydddhhmmssL0",
Scde factor 1 DFNT_INT16 1000

SDS Attributesfor response coefficient data:
Name Max. Length HDF Type Example vdue
Dataset Type 12 DFNT_CHARS "Response"
Levd 0“SOLAR’ filename 21 DFNT_CHAR8  "ACyyyydddhhmmssLO"
Levd 0“LUNAR’ filename 21 DFNT_CHAR8  "ACyyyydddhhmmssLO",
LO“ASTRONOMICAL” fn 21 DFNT_CHAR8  "ACyyyydddhhmmssLO",
Scde factor 1 DFNT_INT16 1000

SDS Attributesfor pixd map:
Name Max. Length HDF Type Exanple vadue
Dataset Type 12 DFNT_CHAR8  "Pixd Map"
Number of bad pixels 1 DFNT_INT16 320

SDS Attributesfor pixel wavelength map:
Name Max. Length HDF Type Example vdue
Dataset Type 12 DFNT_CHARS "Wavelength Map"
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4.2.1.4 DataFormat

The datawill bein athree-dimengond aray. x crosstrack, y along track, and z in the spectra
band dimension. The array will consst of images for each band in band-sequentiad order, and
each image will be written in row mgor format with each row corresponding to the cross track
direction. Described heurigtically, the data array will consst of dl the crosstrack pixelsfor the
firs framein asngle band, followed by al the crosstrack pixdsfor the next frame in the same
band, and so on for dl framesin aDCE. Thisis repeated for each band. There are 256 bands.
Fill vdues of “C000” in the level 0 datawill be trandferred to level 1 without modification.

For example, if 1200 frames are obtained the level 1 array will be of dimension (768 x 1200 x
256) since there are 768 cross track pixels and 256 bands. The order of the (, y, z) data array
will be

(L 1 Do, (768, 1, 1),
(L 2 Dreeeeoeeeeeenann, (768, 2, 1),
(11200, D)sovorerrrrn (768,1200, 1),
T ) WU (768, 1, 2),
(L 2 2o, (768, 2, 2),
( 1,1200, 256),.....roveoveren. ( 768,1200, 256)

The dark offset and response coefficient matrices will both be of dimension 768 x 256 and will
conss of angle vauesfor each pixd. The x dimengon datawill be the cross track dimenson
and the y dimension data will be the dong track dimension

The coefficient data array will have the form:

(L Droeooreeeeeneee, (768, 1),
(L oo, (768, 2),
( :1, 256), v eeeeereenn. - (768, 256)

The pixel mapisa (256 x 768 x 2) dement array which gives the reative angular dong-track
and across-track pogition of each pixel in microradians. The pixd map aray will have the form:

(L 1 Dreeeeoeeeeeinaens (256, 1, 1),
(L 2 Do, (256, 2, 1),
M
(1,768, L)eeereieeerii, (256, 768, 1),
(L 1 2o (256, 1, 2),
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( 1,768, 2),cciiiiiiiiiiininnnnn. (256, 768, 2)

The pixd waveength map specifies the center wave ength, the shortwave haf power point and
the longwave hdf- power point for each pixd. It hasdimension (256 x 768 x 3).

The pixel map array will have the form:

(1 1, 1) (256, 1, 1),
(1 2, 1y (256, 2, 1),
( 1 768, () ( 256, .768, 1),
(L 1 2, (256, 1, 2),
(1 2, 2 (256, 2, 2),
( 1,768, 3) e (256, . 768, 3)
4.2.2 Calibration System Processing Log File (PLR)

4.2.2.1 Description

Thisfile contains the processing log generated by the ACCS for asingle DCE. It combines all
processing notes for each science data port in asinglefile.

4.2.2.2 Support Duration

The SVF will generate thisfile when requested through al misson phases. For the EOC period
of the mission, thisfile will be created by the AC instrument team. For the duration of the
mission, thisfilewill be cregted by the SVF.

4.2.2.3 Format

Filename: ACyyyydddhhmmssPLR

The yyyydddhhmmss time will be the start time of the DCE that generated
the data present in the file.

Format: All information will be sored as ASCII text.
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4.2.2.4 Accuracy and Completeness

The datain the file shdl aways be accurate and complete.

4225 Maximum File Size

Thisfile should be less than 10 kB.

4226 FileAccess

Datawill resde on a GSFC SVF disk.

4.3 Non-Calibration System Data Files

The following subsections individualy describe the data files necessary for accurate
performance assessment that are neither an input to nor an output of the ACCS. They incdlude
the trended, non-DCE SOH data transmitted by the S-band system. These files will be written
to tape by the either MOC DPS or SVF for use by the AC instrument team. Also detailed
below is atape contents file, which specifies which data files are being ddivered on agiven

tape.
4.3.1 Non-DCE Housekeeping File (NHZ)

4.3.1.1 Description

Thisfile contains the housekeeping telemetry data collected by the EO-1 spacecraft’s command
processor between DCEs and during redl-time ground station contacts. Its name, contents and
format are defined in Reference Document 4.

4.3.1.2 Support Duration

The MOC DPS will generate thisfile through al misson phases. Non-DCE housekeeping files
not yet delivered by tape will be avalable dectronicaly by ftp in the event immediate assstance
or andyssisneeded. The necessary pathname and access code will be defined at the time of
such an event.

4.3.1.3 Format

Filename: EOlyyyydddhhmmssNHZ
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Theyyyydddhhmmss time will be the start time of the download of the data
during the ground station contact.

File Format: The housekeeping datawill be in the sandard ASI ST-compatible SFDU
format as defined in Reference [TBD].

4.3.1.4 Accuracy and Completeness

Data completeness will be as high as possible.

4.3.1.5 Maximum FileSze

[TBD]

4.3.2 Ground Processing Data Files (GPZ)

4.3.2.1 Description

Thisfile may never exid. If thisfile exigs, thisfile contains the improved EO-1 spacecraft
attitude and ephemeris data generated by M OC ground processing. This dataiis generated
from the attitude and ephemeris data downloaded in the DCE housekeeping file. The name,
contents and format of thisfile is defined in Reference Document 4.

4.3.2.2 Support Duration

The MOC will generate thisfile through al mission phasesif any improved spacecraft attitude
and ephemeris data exigts.

4.3.2.3 Format
Filename: ACyyyydddhhmmss.GPZ

Theyyyydddhhmmss time will be the gart time of the DCE for which the
ground processing data was generated.

Attributes and data format details will be determined if this data exists.
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4.3.3 TapeContentsFile(TCZ)

4.3.3.1 Description

Thisfile contains alist of the files archived to tpe. The tgpe contents file will appear firg in the
lig and will bethefird filein thetar file

4.3.3.2 Support Duration

The SVF will generate thisfile through al misson phases.

4.3.3.3 Format

Filename: OACH##H####H##:.TCR

The ####### 1S the tape number. The leading 0 isto ensure that the file
gppearsfird in directory ligings and tar files.

Format: All information will be stored as ASCII text in the following format and
according to the following example:

Number of files 5

OA CH#HHHHH#. TCZ
ACyyyydddhhmmss ACZ
ACyyyydddhhmmss ACR
ACyyyydddhhmmss.|HZ
ACyyyydddhhmmss.DHZ

Theinteger specified in the Number of files: line will be asngle number
between 2 and 16.

4.3.3.4 Accuracy and Completeness

The datain the file shdl always be accurate and complete.

4.3.35 Maximum FileSize

Given that amaximum of 16 filenames will be on asingle tape, thisfile should be lessthan 1 kB.
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4.3.3.6 File Access

Dataistransferred on DL T-compatible tape cartridge. A paper print out of thisfile will be sent
with each Leve 1R tape.

5 Appendix A

Variable Types

IDL HDF
int INT DFNT INT16
long LONG DFNT _INT32
float FLOAT DFENT_FLOAT32
char BYTE DFNT_CHARS8
stringf] STRING DFNT_CHARS
6 Abbreviationsand Acronyms
AC Atmospheric Corrector
ACCS Atmospheric Corrector Cdibration System
ACIT Atmospheric Corrector Instrument Team
ALl Advanced Land Imager
APl Application Programming Interface
ASCII American Standard Code for Information Interchange
DCE Data Collection Event
DLT Digitd Linear Tgpe
DPS Data Processing System
EOC early orbit checkout
EO-1 Earth Observer-1
GB gigabyte
GSFC Goddard Space Flight Center
HDF Hierarchicd Data Format
Hz hertz
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ICD
IDL
KB
LSB
LZP
MB
MIT
MOC
MSB
NASA
NCSA

Interface Control Document
Interactive Data Language
kilobyte

least Sgnificant bit

Level Zero Product
megabyte

Massachusetts Ingtitute of Technology

Mission Operations Center
mog Sgnificant bit

Nationa Aeronautics and Space Administration
Nationa Center for Supercomputing Applications

scientific data

scientific data set

standard formaited data unit
Science Vdidation Fecility
to be determined

Wideband Advanced Recorder/Processor
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